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Coho Process Overview Screen

System Status 
Readout

Live Lift Position
Carriers can be “clicked” to 

open Carrier Detail

UI is Ethernet/Internet Based. Allowing for operation via HMI, iPad, or 
PC.



Orange Flashing indicates operator intervention required.
Blue Flash indicates the parts need another batch of 
parts to be moved to complete the recipe.

Probe Alarms indicate if custom 
parameter are out of specifications

Operator Tab is for manual intervention, 
such as loading and unloading

In diagnostic mode, each controllable 
item in the line can be activated 

separately 

Carrier Menu shows all current carriers, as 
well as past part data

Coho Process Overview Screen Functionality



Built-In Safety Features

Safety Proximity Sensors Emergency Stops Safety Light Curtains



Coho Features
● Production Environment Capable!

- Change processing hardware behavior ‘on-the-fly’ 
- The processing line can take a new recipe at any point in the processing. Limited 

through security login permissions. Types of recipe changes can be: Rotation on 
penetrant spray, how many freshwater, recycle passes in rinse tanks, immersion time 
in tanks due to etch rates, etc.

- System can function with ‘Random Loading’
- Operator can choose whatever recipe needs to be run on UI. This is performed by 

manually selecting the recipe or using a barcode scanner on the part traveler.
● Modular Control for processing today and future line configurations

- Add/remove/Change Stations or Chemicals - Not a new custom control job!
- Hard coded Station rules are easy to change in a state table so there is no accidental 

motion! Extremely robust State recovery after unplanned line stop events such as power 
loss.



Coho Features
○ Program and coordinate multiple controllers 
○ Code can run on multiple controllers, PLC’s, servo controllers, 

Raspberry pi, etc.
○ Customizable user access and privilege levels

○ User authentications are managed from customer. i.e. who/what level 
can change recipes or parameters. 

■ Typically there are 4 levels: 
1. Operator
2. Maintenance
3. Level 3/Process owner
4. OEM



Here is the Main screen on UI, where you can:
• Create a new recipe. 
• Load a new carrier to the line
• Add/remove users or access levels.
• Add a new treatment, or probe constraint to a recipe. 
• Open your custom quality reports. 
• See the dashboard of all probes/sensors/motors on the 

line, for maintenance.

Coho Process Overview Screen –
User Function Buttons



In Operator menu, we can start a new recipe

Customizable dialogue allows for 
recipe selection, as well as 

entering/scanning part data

Coho Operator Screen-
Starting and Defining Part Processing



Customizable Sensor Dashboards

Coho Sensor Trend/Real-Time Screen



Carriers menu shows current parts in line, as well as historical data

Coho Part Historian Screen



Specific Carrier data is saved, including parts processed, processing 
times, key signals (Temp, pH, etc.), errors, and operator interventions

Coho Process Historian Screen



Coho Control from Anywhere

● Controllable/Visible from desktop, or a tablet 

1. Open a web browser and go to the Coho web server,  
i.e. http://10.0.0.1

2. Login with your user name and password. (permissions 
established by process administrator or site administrator)

3. Enjoy. You now have your set permissions and access to  
historical data logs like you were standing adjacent to the 
processing line.  



Panel Architecture: CP1000  



Panel Architecture: CP2000  
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HMI Control
PLC Controls 

iFPI (intelligent Fluorescent 
Penetrant Inspection) systems 
and iREL equipment are 
provided with the control 
systems that integrate into
the customers control scheme. 
Whether the plant has a central 
DCS or the equipment needs to 
be controlled locally, REL has a 
control solution for the 
application. UL Listing of 
complete panels is also 
available.
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Sample-HMI Controls
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Sample-Recipe Selection Screen



33

Sample-Recipe Selection Screen-Keys

1

2 3 4
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Sample-Key #1

1

1. Recipe Number - Select the Recipe you wish to edit or verify.
….
17. Recipe Name - Each recipe can be given a unique name.
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Sample-Key #2

2

2. Penetrant Dip Time – Sets the time the tray will 
be dipped.
3. Penetrant Drip Position 1 Time – Sets the time 
the tray will dwell in Position 1.
4. Penetrant Drip Position 2 Time – Sets the time 
the tray will dwell in position 2.
5. Dip Rinse Time – Sets the time the tray will be 
dipped.
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Sample-Key #3

3

6. Recycle Rinse Pressure –
Sets the pressure of the 
recycle rinse.
7. Recycle Rinse Passes –
Sets how many passes of 
recycled water to spray on 
tray.
8. Fresh Rinse Pressure –
Sets the pressure of the 
fresh water rinse.
9. Fresh Rinse Passes –
Sets how many passes of 
fresh water to spray on 
tray.

10. Rinse Drip Position 1 Time –
Sets the time the tray will 
dwell in position 1.
11. Rinse Drip Position 2 Time –
Sets the time the tray will 
dwell in position 2.
12. Dryer Position 1 Time – Sets 
the time the tray will dry in 
position 1.
13. Dryer Position 2 Time – Sets 
the time the tray will dry in 
position 2.
14. Dryer Position 3 Time – Sets 
the time the tray will dry in 
position 3.
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Sample-Key #4

4

15. Dry Developer Shoot Time – Sets the time 
the dry developer air valve is open.
16. Dry Developer Dwell Time – Sets the time 
the dry developer must dwell on parts
before inspection.
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Sample Overview Screen
Note: Process Time in Station Display
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Sample HMI Alarm Log
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Sample Load Station HMI Screen
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Sample Wash HMI Screen 
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Sample Dryer HMI Screen 
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Sample HMI Screen 
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HMI Control
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Separate Safety Control Network

Safety Proximity Sensors Emergency Stops Safety Light Curtains



Device Appearance on UI



MOA Toggle for Device on UI



Sample Overview Screen



Sample Recipe Editing



Sample FPI Recipe



Sample Transporter #1 Control Screen



Sample Water Usage



Sample Maintenance Screen



Sample Load Station



Sample Alkaline Clean Station



Sample Alkaline Rinse Station



Sample Cold Acid Etch Screen



Sample Acid Rinse Station



Sample DI Spray Rinse Station



Sample Oven Dryers Screen



Cleaning Line Transfer & Unload 



Sample Transfer Conveyors Screen
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